
 

 

KRAMER ELECTRONICS, Ltd.  

E-mail:  info@kramerel.com 

Web:  www.kramerelectronics.com 

  

 

Product Name: FC-6 

Current Version: Ver.Type Ver No. Date 

Firmware 2.13.33607 January 2017 

Software – – 

Web – – 

 Hardware – – 

RN Date: January 2017 

Reference: 11838 

Kramer Product Affected:  

Product Name Minimum  FW 
Version for 
Upgrade 

Recommended  
for All Units 

Only if Added 
Features are 
Required 

FC-6 Any  Yes  N/A  

    

Technical Notes: 

 Support for new hardware components 

 New firmware is compatible both with new and old hardware configurations. 

Codependency with Other Products and Software: 

 There is no codependency with other products or software.  
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KRAMER ELECTRONICS, Ltd.  

E-mail:  info@kramerel.com 

Web:  www.kramerelectronics.com 

  

 

Product Name: FC-6 

Current Version: Ver.Type Ver No. Date 

Firmware 2.13.33607 January 2017 

Software – – 

Web – – 

 Hardware – – 

RN Date: January 2017 

Reference: 11838 

 

The following changes were made in this version: 

Modifications: 

QC ID Description 

 Support for new hardware components 

Bugs Fixed: 

QC ID Description 

  

Bugs to be Fixed in Future Version: 

QC ID Description 

10233 The device performed factory reset automatically 

Known Limitations (including compatibility limitations): 

QC ID Description 

9097 UDP port 50000 is always accessible even when changing to another port 

 

Preceding Version:  F - 2.8.30665   
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KRAMER ELECTRONICS, Ltd.  

E-mail:  info@kramerel.com 

Web:  www.kramerelectronics.com 

  

 

Product Name: FC-6 

Preceding Version: Ver.Type Ver No. Date 

Firmware 2.8.30665 September 2016 

Software – – 

Web – – 

 Hardware – – 

RN Date: November 2016 

Reference: 9499 

 

This is a release note for a new product. For a list of new product features see: 

http://www.kramerav.com/manual/FC-6 

Bugs to be Fixed in Future Version: 

QC ID Description 

8550 The TCP keep-alive value should be between 0 to 360 

9097 UDP port 50000 is always accessible even when changing to another port 

Known Limitations (including compatibility limitations): 

QC ID Description 

 None listed 

Preceding Version:  N/A  
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