VP-747RS232 Download Procedure
1. VP747 RS232 Cable for Slave FW downloads
	Pin
	RS-232
	Function
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Male



	1
	-
	-
	

	2
	TX
	Transmit Data
	

	3
	RX
	Receive Data
	

	4
	DTR
	Reset Slave CPU
	

	5
	GND
	Ground
	

	6
	-
	-
	

	7
	-
	-
	

	8
	-
	-
	

	9
	-
	-
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2. Software installation:

    Unzip file "VP-747 slave Download AP_DTR" in separate folder and install this software by running relevant Setup.exe file.
3. Slave upgrade procedure
1. Switch VP-747 ON and verify in OSD that the Baud Rate (Utility>Misc Setting>Baud Rate) is set to 115200.

2. Connect the non standard RS232 cable as shown above. (PIN 4 is connected. Pins 2&3 are crossed).
3. Start DTR software.

4. From serial port, select Com port and press the open port button. Make sure the open Com LED turns green.

[image: image3]4.  Select “Reset” button and verify communication stays ON.
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5. Press “Download” button and select the slave file (FW_VSK…).
The download procedure will be executed automatically. If at the end of the process software shows message “CRC Check …Fail” – ignore the message and continue with the procedure.
6. When process is completed, turn the VP-747 unit OFF and ON.
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